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STANDARD EQUIPMENT

OPTIONAL EQUIPMENT

Engine, ISUZU GG-4JJ1XKSK-02,
Direct injection type, with turbocharger
Auto Idle Stop
Automatic engine deceleration
Batteries (2 x 12 V - 80 Ah)
Starting motor (24 V - 4.0 kW), 50 amp alternator
Engine oil pan drain cock
Double element air cleaner

Working mode selector 
(H-mode, S-mode and ECO-mode)

Swing rebound prevention system
Straight propel system
Two-speed travel with automatic shift down
700 mm steel shoes
Grease-type track adjusters
Automatic swing brake

Left side rear view mirror
Two front working lights (One for boom, One for storage box)





3 4

LED backlights

The switches and dials have LED backlights – they provide a 

bright, clear view in the dark and set a luxurious mood.

Left Side Console

Flip up left console, with integrated pilot control lock lever,

tilts for easy entry and exit from the cab.

THE ULTIMATE IN SIMPLE AND ELEGANT DESIGN

Our pursuit of functional beauty and aesthetic sense produced a new interior design.
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Optimum operability for various sites

New hydraulic system
The operating hydraulic system is designed to respond with a shorter lever stroke than 

former models, it allows excellent responsiveness.

Beside this, it achieves the enhancement of the ability to pull the arm in horizontal 

towing operation and  to climb hills while pulling the arm.

Greatly improved digging performance

New bucket shape
The shape of the bucket has been redesigned to improve digging performance and 

productivity.

Model: ISUZU GG-4JJ1XKSK-02

Engine output

73.0kW/2,000min-1 

Bucket Digging Force

106.9kN ISO6015

Increased by18%
(Compared to SK140LC-8 model)

Digging volume per hour

Increased by6%
(Compared to SK140LC-8 at H mode)



Suspension seat
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Attachments
Backhoe bucket and 2.84m arm combination

Engine
Model ISUZU GG-4JJ1XKSK-02 

Type

No. of cylinders

Bore and stroke

Displacement

Power output

Max. torque

Four cycle, water cooled, overhead camshaft, vertical 
in-line,direct injection type, with turbocharger 
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95.4 mm x 104.9 mm






